CALROD SOLDERING IRONS 


FOR EVERY RADIO REQUIREMENT 





@e HIGH-SPEED SOLDERING. You can solder as fast life is assured and over-all costs are kept low because 


and continuously as the nature of the work will allow. sturdy construction eliminates need of frequent 
q 
: : repairs. 
@ UNIFORM PERFORMANCE. Operating charac: = Easy, LOW-COST REPAIR. Assembling and dis- 


teristics remain constant day after day. No appreci- adsembline ave easy: 


ee in eniciency even after months of @ THEY NEED NOT BE RETURNED TO THE FAC- 
f TORY FOR REPAIR. Irons can be repaired on the 
@e LONG LIFE AND LOW MAINTENANCE. Long job without special tools or skill. 


Cat. No. 6A161 Approved and Listed Under Re-examination Service 


of Underwriters’ Laboratories For light, intermittent. 
soldering ‘such as_ radio 
assembly and repair and 
installation, switchboard, 
ignition, wiring devices, 
meters and instruments, or 
very light high-speed sol- 
dering of similar products. 













Watts Volts Calorized tip. ............ $8.70* Tip diam. 
75 115 IRONCLAD tip .......... 9.30% See note below* WEIGHTS: Less cord, 15 
oz. With cord, 20 oz. Ship- 
*Cat. No. 6A161 and Cat. No. 6A162 can be supplied with either a %- or %-inch diameter Y%-in. Y2-in. Yo-in. ping, 26 02. 
tip at prices given. The long %%-inch diameter tip projects 3% inches from the shell. Equal to old-style copper— 
Price of iron with long calorized tip—-$9.20; with long IRONCLAD tip—-39.90. 1%4-Ib. 


For light, high-speed sol- 
dering, such as assembly of 
radios, telephones, switch- 
boards, appliances, meters, 
and instruments, and = in- 
stallation and repair of 
wiring and wiring devices, 
ignition. Excellent for ser- 
vice and repair men. 


Cat. No. 6A162 





My With cord 20 ce Shin, Watts Volts Calorized tip ........... $8.70* Tip diam. 

ping, 26 oz. _ 100 115 IRONCLAD tip ........... 9.30* See note above* ei ; 
Equal to old-style copper—. ¥-in. Y2-in. Y2-in, 
1% Ib. 


as assembly of radios and switchboards, 
medium intermittent soldering on tin- 
ware, wiring, plumbing, and tinsmith- 
ing. Excellent general-purpose iron for 
zie shop and farm. 


Cat. No. 6A200 : For light, high-speed soldering, such 





WEIGHTS: Less cord, 16 oz. 


Watts Volts Calorized LID: exces: $ 9.80 Tip. diam. With cord, 21 oz. Shipping, 27 oz. 
100 115 IRONCLAD tip .......... 11.10 34 inch Equal to old-style copper—2-lb. 
For medium, high-speed solder- Cat. No. 6A201 


ing of automobile and airplane 
assembly, electric equipment, 
light tanks and containers of 
copper and. steel. Excellent 
general-purpose iron for manu- 
facturing plant. 

WEIGHTS: less cord, 24 oz. 
With cord, 29 oz. Shipping, 





34 0%. | Watts Volts Calorized tip .......... $12.30 Tip. diam. 
eae a 200 115 IRONCLAD tip ......... 13.70 1 inch 


Cat. No. 6A202 











Watts Volts Calorized tip ............ $14.90 Tip. diam. 
300 115 IRONCLAD tip .......... 16.30 1% inch 


For heavy work such as light 
commutators, large - diameter 


pipe, medium-gage copper or ASK ABOUT IRONCLAD TIPS 








steel tank and container ma- 
terial, roofing, heavy tinware. 





WEIGHTS: Less cord, 37 oz. IRONCLAD TIPS MEAN 
With cord, 42 oz. Shipping, ae 
48 0%. @ No Filing @ Lower Upkeep Cost 
Equal to old-style copper— : a 
Less Maintenanc Longer Life Effect of solder (250 
4-lb. . e c © g C. for 363.5 hours) on 
Note—230-volt irons available on request. Same prices apply. Above prices include supporting stand. plain copper (left) and 
Tronclad copper (right) 
ASK YOUR DISTRIBUTOR FOR A COPY OF BULLETIN GEA-4519. soldering tips. 
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